
3029 SOUTH 26TH AVENUE   ■    BROADVIEW   ■     ILLINOIS  60155 
PH: 708.410.1780   ■    FAX: 708.410.1790   ■    WWW.JALLO.COM   ■    WWW.JVPPUMPS.COM

Dimensions W H A B C D E F G L J K L-1 M N O P
JVP-3 500 255 45 200 230 230 205 308 4--ø9 388 40 90 40 32 71 50 Rc 3/4"
JVP-5 560 265 45 200 230 250 220 308 4--ø9 388 40 95 40 32 80 50 Rc 3/4"
JVP-6 650 310 45 225 255 270 260 380 4--ø9 460 40 110 40 50 90 50 Rc 3/4"
JVP-7** 720 360 50 225 285 300 300 430 4--ø9 510 40 130 40 60 100 70 Rc1"
JVP-8 764 375 60 270 300 354 322 467 4--11 567 50 118 62 60 112 80 Rc1"
JVP-10** 705 451 80 N/A N/A 489 N/A N/A N/A N/A N/A N/A N/A N/A N/A 125 Rc1 1/4" 

Special Configurations Available by Request           ** N/A Not Applicable, Belt Driven           Dimensions for Reference are subject to change
Unit of measurement is mm

JVP 
SINGLE PUMP SERIES

Dimensions W H A B C D E F G L J K L-1 M N O P

 
 
 
 
 
 
 
 
 

 
           

 

  

      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                              
 

  
 
 
 
 
 
 
 
 
 
 

Dimensions** W H A B C D E F G L J K L-1 M N O P 
JVP-3 500 255 45 200 230 230 205 308 4--09 388 40 90 40 32 71 50 Rc 3/4"
JVP-5 560 265 45 200 230 250 220 308 4--09 388 40 95 40 32 80 50 Rc 3/4"
JVP-6 650 310 45 225 255 270 260 380 4--09 460 40 110 40 50 90 50 Rc 3/4"
JVP-7** 720 360 50 225 285 300 300 430 4--09 510 40 130 40 60 100 70 Rc1"
JVP-8 764 375 60 270 300 354 322 467 4--11 567 50 118 62 60 112 80 Rc1"
JVP-10** 705 451 80 N/A N/A 489 N/A N/A N/A N/A N/A N/A N/A N/A N/A 125 Rc1 1/4" 

 

 

 

● Vacuum Regulators & Gauges are 
Standard 
● Motors are Standard 3 phase  
   230/460 60Hz 
● Single Shaft  & Belt Driven 
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Performance Chart: Models JVP-3, 5, 6, 7, 8 & 10 

Jallo’s Dry Vacuum/Pressure Pumps 
 Pumps from 7.4 to 102.0 CFM   
 Modular Design 
 Clear Filter Housings 
 Separate Drives 
 Out Board Bearings 
 Max Vacuum 24.0” Hg 

10 

3

5

JVP-6

50 10.8 11.1 6.4 6.5 1450
60 12.6 12.6 7.4 7.4 1730
50 19.5 19.8 11.5 11.7 1450
60 23.1 22.8 13.6 13.4 1740
50 29.4 27.9 17.3 16.4 1450

60 33.6 32.4 19.8 19.1 1740

50 58 58.8 33.6 33.6 945
60 69 70 1135
50 945 3 phase   2.2kW  
60 1135 6P
50 96 90 56.5 53 920
60 111 96 65.4 56.5 1100

Model* Hertz 
(Hz)

Speed 
(rpm)

Vacuum Pressure Suction/Exhaust 
port diameter Motor 

Weight m³ / h CFM
Vacuum Blower Vacuum Blower mmHg inHg kg/cm² psi kg lbs

JVP-3 450 17.7 0.6 8.5
Rc3/4   Female NPT

3 phase    
.37kW 4P 21.0 (24.0) 46.3  (52.9)

JVP-5 450 17.7 0.6 8.5
Rc3/4   Female NPT

3 phase   .75kW 
4P 33 72.8

JVP-6 450 17.7 0.6 8.5
Rc3/4   Female NPT

3 phase   1.5kW 
4P 44 97

JVP-7 450 17.7 0.6 8.5
Rc1.00   Female NPT

3 phase   1.5kW 
4P 73 160.9440

JVP-8
60 35.3

Rc1.00   Female NPT 98 210.169 40.6
400 15.7 0.5 7.1

JVP-10 400 15.7 0.5
286

7.1
Rc 1 1/4  Female NPT

3 phase    
3.7kW 4P 127

 

V04 

■    Vacuum Gauges and Regulators are Standard
■    *Motors are 3 Phase 208/220/460 60Hz
■    Single Shaft - Belt Driven or Direct Coupled
■    Out Board Bearings - Run Cool to 
    Increase Service Life
   *Single Phase Available

 
 
 
 
 
 
 
 
 

 
           

 

  

      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                              
 

  
 
 
 
 
 
 
 
 
 
 

Dimensions** W H A B C D E F G L J K L-1 M N O P 
JVP-3 500 255 45 200 230 230 205 308 4--09 388 40 90 40 32 71 50 Rc 3/4"
JVP-5 560 265 45 200 230 250 220 308 4--09 388 40 95 40 32 80 50 Rc 3/4"
JVP-6 650 310 45 225 255 270 260 380 4--09 460 40 110 40 50 90 50 Rc 3/4"
JVP-7** 720 360 50 225 285 300 300 430 4--09 510 40 130 40 60 100 70 Rc1"
JVP-8 764 375 60 270 300 354 322 467 4--11 567 50 118 62 60 112 80 Rc1"
JVP-10** 705 451 80 N/A N/A 489 N/A N/A N/A N/A N/A N/A N/A N/A N/A 125 Rc1 1/4" 

 

 

 

● Vacuum Regulators & Gauges are 
Standard 
● Motors are Standard 3 phase  
   230/460 60Hz 
● Single Shaft  & Belt Driven 
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Performance Chart: Models JVP-3, 5, 6, 7, 8 & 10 

Jallo’s Dry Vacuum/Pressure Pumps 
 Pumps from 7.4 to 102.0 CFM   
 Modular Design 
 Clear Filter Housings 
 Separate Drives 
 Out Board Bearings 
 Max Vacuum 24.0” Hg 

10 

3

5

JVP-6

50 10.8 11.1 6.4 6.5 1450
60 12.6 12.6 7.4 7.4 1730
50 19.5 19.8 11.5 11.7 1450
60 23.1 22.8 13.6 13.4 1740
50 29.4 27.9 17.3 16.4 1450

60 33.6 32.4 19.8 19.1 1740

50 58 58.8 33.6 33.6 945
60 69 70 1135
50 945 3 phase   2.2kW  
60 1135 6P
50 96 90 56.5 53 920
60 111 96 65.4 56.5 1100

Model* Hertz 
(Hz)

Speed 
(rpm)

Vacuum Pressure Suction/Exhaust 
port diameter Motor 

Weight m³ / h CFM
Vacuum Blower Vacuum Blower mmHg inHg kg/cm² psi kg lbs

JVP-3 450 17.7 0.6 8.5
Rc3/4   Female NPT

3 phase    
.37kW 4P 21.0 (24.0) 46.3  (52.9)

JVP-5 450 17.7 0.6 8.5
Rc3/4   Female NPT

3 phase   .75kW 
4P 33 72.8

JVP-6 450 17.7 0.6 8.5
Rc3/4   Female NPT

3 phase   1.5kW 
4P 44 97

JVP-7 450 17.7 0.6 8.5
Rc1.00   Female NPT

3 phase   1.5kW 
4P 73 160.9440

JVP-8
60 35.3

Rc1.00   Female NPT 98 210.169 40.6
400 15.7 0.5 7.1

JVP-10 400 15.7 0.5
286

7.1
Rc 1 1/4  Female NPT

3 phase    
3.7kW 4P 127

 

V04 

Performance Chart: Models JVP-3  5  6  7  8 & 10 

50 10.8 11.1 6.4 6.5 1450
60 12.6 12.6 7.4 7.4 1730
50 19.5 19.8 11.5 11.7 1450
60 23.1 22.8 13.6 13.4 1740
50 29.4 27.9 17.3 16.4 1450
60 33.6 32.4 19.8 19.1 1740
50 58 58.8 33.6 33.6 945
60 69 70 1135
50 945
60 1135
50 96 90 56.5 53 920
60 111 96 65.4 56.5 1100 286

3 phase   
2.2kW 6P  

8.5
Rc 1 1/4  Female NPT

3 phase    
3.7kW 4P 130

Rc1.00   Female NPT 95 210.1
635 25

JVP-10 635 25 0.6

73 160.94

0.6 8.5

40

JVP-8 60 35.3
69 40.6

3 phase   
1.5kW 4P 44 97

JVP-7 635 25 0.6 8.5
Rc1.00   Female NPT

3 phase   
1.5kW  

JVP-6 635 25 0.6 8.5
Rc3/4   Female NPT

46.3  (52.9)

JVP-5 635 25 0.6 8.5
Rc3/4   Female NPT

3 phase   
.75kW 4P 33 72.8

kg lbs

JVP-3 635 25 0.6 8.5
Rc3/4   Female NPT

3 phase    
.37kW 4P 21.0 (24.0)

Suction/Exhaust port 
diameter Motor psi

Weight m³ / h CFM

Vacuum Blower Vacuum Blower

Model

Hertz (Hz)

Air flow open OmmHg

Speed 
(rpm)

Vacuum Pressure

mmHg inHg kg/cm²

■    Pumps from 7.4 CFM to 65 CFM
■    Dry Rotary Vane-Oil Free 
     Technology-Environmentally Friendly
■    Very Low Maintenance - Clear Filter Housings
■    Includes High Effi ciency NEMA Motors
■    Ideal Alternative to Standard OEM Rotary Vane Pumps
■    Modular Design for Easy Maintenance
■    Combo Vacuum and/or Pressure JVP - 6


